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 � � � � � � �
Absolute inlet pressure, bar 1 

Relative humidity, % 0 

Air inlet temperature, °C 20 

Normal working pressure, bar (psi) 25 (363) 

� �� ��� ��	 � 
 � � � � � � �
Maximum ambient temperature, °C 43 

Minimum starting temperature, °C -10 

Maximum working pressure, bar (psi) 27 (392) 

� � ��	 �� � � � � �� � �� � � � � � � �
Free air delivery, l/s (cfm) 900 (1890) 

Fuel consumption @ full load, l/h 144 

Fuel consumption @ unload, l/h 71 

Sound pressure level, dB(A) 82 

Oil carryover in  compressed air, mg/m³ 3 

� � � �� � 
 ��� � �� � � � � � �
Make Caterpillar 

Type C13 ATAAC 

Number of cylinders 6 

Output @ normal shaft speed, kW (hp) 317.8 (424) 

� �� � � 
 �	 � 
 � � � � � � �
Length, mm 6058 

Width, mm 2438 

Height, mm 2773 

Weight (full fuel tanks), kg 14,000 

Compressed air outlets 2 x 3" 

Fuel tank capacity, litres 1600 

            

Offshore Features       

Red paint finish       

DNV approval       

Spark arrestor       

Inlet shutdown valve       

Corrugated roof      

Double locks on short sides       

Galvanised base plate       

Lifting eye slings rated to 70,000 kg       

DNV dataplate with certification number       
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